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Single Family Residential Uncovered Decks and Porches

Detail A

Detail B

| — Existing building
Approved flashing required
/Attach to joists with non-corrosive fasteners

Beam splices to
occur over posts

with 1 1/2" bearing \ Secure balusters

to beam
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Non-corrosive j \
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Attach ledger to existing bldg.
with non-corrosive lag bolts

spaced min. 16" apart. Locate
bolts to penetrate rim joist or

\ | wall studs.
Non-corrosive metal joist hanger

Non-corrosive

metal joist ~—~— metal post/beam
Conditions such as attachment to cantilevers or hanger connector
veneers may require Engineer’s approval
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Alternate Detail B1
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Secure balusters Full depth 2x solid blocking Secure
to beam balusters to
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Beam splices to
occur over posts \
with 1 1/2" bearing
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Beam splices to
occur over posts \
with 1 1/2" bearing

Non-corrosive metal
post/beam connector

Non-corrosive metal
post/beam connector
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'/2" (min.) diameter anchor bolt embedded ;
7" min. into concrete pier or the equivalent /— Non-corrosive metal post anchor
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Finished grade | 8" min. If less than 8", post must be decay resistive
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This handout was developed by the Colorado Chapter of the
International Code Council as a basic plan submittal under
the 2003 International Residential Code. It is not intended
to cover all circumstances. Check with your Department of
Building Safety for additional requirements.




